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All data and recommendations are the result of careful tests by our laboratory. They only can be considered as recommendation which corresponds to the level of experience of today. The data 
are given in good faith. However, in view of the multiplicity of possible application and working methods we are not in a position to assume any responsibility or obligations deriving from the 
misuse of our products. Therefore, a contractual legal relationship is not justified, and there are no secondary obligations arising from any purchase contracts.

BONDING + SEALING

a brand of

DINITROL 587
Art. No. Size Package Color
12564 50 kg Hobbock Milky 

Transparent
INDUSTRIAL NITRILE GLOVES XL 10-P
Art. No. 1734100

Equipment

 
DINITROL 587 is a compound of polyurethane compatible softeners and 
additives, which avoids the curing of polyurethane residues.

DINITROL 587
Pump Cleaning and preservation compound

 » Transparent, milky

 » Reduces maintenance

 » Prevents application errors

 » No PU residues
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BONDING + SEALING

For all relevant safety advices please 
read the material safety data sheet or 
the packaging label.

Characteristics
DINITROL 587 is a compound of polyurethane com-
patible softeners and additives, which avoids the 
curing of polyurethane residues. DINITROL 587 can 
be used also for cleaning and long term preservation 
of pumping equipments which are used for humidity 
curing materials, like polyure-thanes, silane termina-
ted polymers, etc.

Application
Clean the follower plate of the pump mechanically 
and with suitable solvent. 
Apply DINITROL 587 in for the equipment standard 
packaging, e.g. 20, or 50 Liter pail.

Start the pump, bring it into operational mode 
and flush the system with DINITROL 587, until the 
cleaning compound comes out without any disco-
lorations. Shut the unit off and let stay, until next 
usage. Start up then in same way, as when applying  
DINITROL 587.

IMPORTANT: Make sure, to flush the pump with the 
material to be in use, until all residuals of DINITROL 
587 are flushed out and can not disturb the proper-
ties of the bond.

Stir before use!

For additional information, please consult DINOL GmbH.

Storage
The product can be stored 24 months between 0°- 35°C. 

DINITROL 587
Technical Details

Technical Data
Colour transparent, milky

Density ~ 1.05 g/ml

Flash point 200°C

Processing temperature + 0°C to + 35°C

Storage time 24 months, between 0°C – 35°C

Available in 50 kg pails,
 other upon request

Hazards identification
2.1. Classification of the substance or mixture
GB CLP Regulation
This mixture is not classified as hazardous  
in accordance with GB CLP Regulation.


